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FEEDING

Vibrating grate-plate feeders PVR 

Vibrating grate-plate feeders are used for 
the continuous feeding of lumpy, grained and 
bulk materials from the hopper to the working 

machine or onto subsequent transporting 
equipment or crushing device. The feeders are 
suitable for raw material treatment.

 High operating reliability
 Low cost for operating and maintenance
 High capacity

 Easy exchange of spare parts
 Simple attendance and maintenance

Basic characteristics of vibrating grate-plate feeders

 The grate area of the feeder permits partial
screening of undersize grains.

 A frequency converter regulates the
capacity by adjusting the electrical motor 
rotations. 

 Easy exchange of the grate plates for
adjustment of the slot width. 

Principal parameters

Type Feeder 
width

Feeder 
length

Grate area 
length Inlet Capacity Power 

input

mm mm mm mm t/h kW

PVR 1200x6000 1200 6000 2x1000 1000x800x800 400 2x18.5

PVR1400x6000 1400 6000 2x1000 1100x900x900 500 2x18.5

PVR1550x6000 1550 6000 2x1000 1250x1000x1000 600 2x22

The capacity is determined for a material bulk density of 1.6 t/m3 and an inclination of the feeder 
bottom of 5°.

Feeder PVR 1200x6000

Feeder PVR 1550x6000

Feeder PVR 1550x6000

The exceptional operating properties of vibrating grate-plate feeders PVR are:

Feeder PVR 1550 x 6000 in the test 
room in the manufacturing plant




